### DOD 1000 Standard Mil Std-12 Abbreviations

<table>
<thead>
<tr>
<th>Term</th>
<th>Abbreviation</th>
<th>Term</th>
<th>Abbreviation</th>
</tr>
</thead>
<tbody>
<tr>
<td>Abbreviate</td>
<td>ABBR</td>
<td>Brazing</td>
<td>BRZG</td>
</tr>
<tr>
<td>Absolute</td>
<td>ABS</td>
<td>Bronze</td>
<td>BRZ</td>
</tr>
<tr>
<td>Accordance with</td>
<td>A/W</td>
<td>Bushing</td>
<td>BSHG</td>
</tr>
<tr>
<td>Accumulate</td>
<td>ACCUM</td>
<td>Butt line</td>
<td>BL</td>
</tr>
<tr>
<td>Acme Screw Thread</td>
<td>ACME</td>
<td>By (between dimensions)</td>
<td>X</td>
</tr>
<tr>
<td>Adjacent</td>
<td>ADJ</td>
<td>Cadmium</td>
<td>CAD</td>
</tr>
<tr>
<td>Alignment</td>
<td>ALIGN</td>
<td>Calculate</td>
<td>CALC</td>
</tr>
<tr>
<td>Allowance</td>
<td>ALLOW</td>
<td>Calibrate</td>
<td>CAL</td>
</tr>
<tr>
<td>Alloy</td>
<td>ALY</td>
<td>Cap Screw</td>
<td>CAP SCR</td>
</tr>
<tr>
<td>Alternate</td>
<td>ALTN</td>
<td>Carbon</td>
<td>C</td>
</tr>
<tr>
<td>Aluminium</td>
<td>AL</td>
<td>Carbon molybdenum steel</td>
<td>CMOS</td>
</tr>
<tr>
<td>American Steel Wire Gage</td>
<td>ASWG</td>
<td>Carbon steel</td>
<td>CS</td>
</tr>
<tr>
<td>American Wire Gage</td>
<td>AWG</td>
<td>Carburize</td>
<td>CARB</td>
</tr>
<tr>
<td>Amount</td>
<td>AMT</td>
<td>Case Harden</td>
<td>CH</td>
</tr>
<tr>
<td>Anneal</td>
<td>ANL</td>
<td>Casting</td>
<td>CSTG</td>
</tr>
<tr>
<td>Anodize</td>
<td>ANDZ</td>
<td>Cast iron</td>
<td>CI</td>
</tr>
<tr>
<td>Appendix</td>
<td>APPX</td>
<td>Cast steel</td>
<td>CS</td>
</tr>
<tr>
<td>Application</td>
<td>APPL</td>
<td>Center</td>
<td>CTR</td>
</tr>
<tr>
<td>Approved</td>
<td>APVD</td>
<td>Center line</td>
<td>CL</td>
</tr>
<tr>
<td>Approximate</td>
<td>APPROX</td>
<td>Center of gravity</td>
<td>CG</td>
</tr>
<tr>
<td>As required</td>
<td>AR</td>
<td>Center of section</td>
<td>CS</td>
</tr>
<tr>
<td>Assemble</td>
<td>ASSEM</td>
<td>Ceramic</td>
<td>CER</td>
</tr>
<tr>
<td>Assembly</td>
<td>ASSY</td>
<td>Chamfer</td>
<td>CHAM</td>
</tr>
<tr>
<td>Auxiliary</td>
<td>AUX</td>
<td>Change notice</td>
<td>CN</td>
</tr>
<tr>
<td>Average</td>
<td>AVG</td>
<td>Chrome</td>
<td>CRM</td>
</tr>
<tr>
<td>Balance</td>
<td>BAL</td>
<td>Chrome molybdenum</td>
<td>CR MOLY</td>
</tr>
<tr>
<td>Ball bearing</td>
<td>BBRG</td>
<td>Chrome vanadium</td>
<td>CR VAN</td>
</tr>
<tr>
<td>Base line</td>
<td>BL</td>
<td>Chromium</td>
<td>CHR</td>
</tr>
<tr>
<td>Basic</td>
<td>BSC</td>
<td>Circular</td>
<td>CIRC</td>
</tr>
<tr>
<td>Between centers</td>
<td>BC</td>
<td>Circumference</td>
<td>CRCMF</td>
</tr>
<tr>
<td>Bolt Circle</td>
<td>BC</td>
<td>Clearance</td>
<td>CL</td>
</tr>
<tr>
<td>Both faces</td>
<td>BF</td>
<td>Clockwise</td>
<td>CW</td>
</tr>
<tr>
<td>Both sides</td>
<td>BS</td>
<td>Coaxial</td>
<td>COAX.</td>
</tr>
<tr>
<td>Bottom</td>
<td>BOT</td>
<td>Coefficient</td>
<td>COEF</td>
</tr>
<tr>
<td>Bottom face</td>
<td>BF</td>
<td>Cold-drawn</td>
<td>CD</td>
</tr>
<tr>
<td>Bottoming</td>
<td>BOTMG</td>
<td>Cold finished</td>
<td>CF</td>
</tr>
<tr>
<td>Bracket</td>
<td>BRKT</td>
<td>Cold-rolled</td>
<td>CR</td>
</tr>
</tbody>
</table>

Reference
<table>
<thead>
<tr>
<th>Term</th>
<th>Abbreviation</th>
<th>Term</th>
<th>Abbreviation</th>
</tr>
</thead>
<tbody>
<tr>
<td>Commercial</td>
<td>COML</td>
<td>Distance</td>
<td>DIST</td>
</tr>
<tr>
<td>Commercial quality</td>
<td>CQ</td>
<td>Document</td>
<td>DOC.</td>
</tr>
<tr>
<td>Concentric</td>
<td>CNCTRC</td>
<td>Double</td>
<td>DBL</td>
</tr>
<tr>
<td>Connector</td>
<td>CONN</td>
<td>Double acting</td>
<td>DBL ACT.</td>
</tr>
<tr>
<td>Consist of</td>
<td>C/O</td>
<td>Dowetail</td>
<td>DVTL</td>
</tr>
<tr>
<td>Constant</td>
<td>CONST</td>
<td>Dowel</td>
<td>DWL</td>
</tr>
<tr>
<td>Construction</td>
<td>CONSTR</td>
<td>Drawing</td>
<td>DWG</td>
</tr>
<tr>
<td>Continued</td>
<td>CONT</td>
<td>Drawing list</td>
<td>DL</td>
</tr>
<tr>
<td>Coordinate</td>
<td>COORD</td>
<td>Drawn</td>
<td>DR</td>
</tr>
<tr>
<td>Copper</td>
<td>COP.</td>
<td>Drill</td>
<td>DR</td>
</tr>
<tr>
<td>Corner</td>
<td>COR</td>
<td>Drill rod</td>
<td>DR</td>
</tr>
<tr>
<td>Corner bead</td>
<td>COR BD</td>
<td>Drive fit</td>
<td>DF</td>
</tr>
<tr>
<td>Corrosion</td>
<td>CRSN</td>
<td>Duplicate</td>
<td>DUP</td>
</tr>
<tr>
<td>Corrosion-resistant</td>
<td>CRE</td>
<td>Each</td>
<td>EA</td>
</tr>
<tr>
<td>Corrosion-resistant steel</td>
<td>CRES</td>
<td>Each face</td>
<td>EF</td>
</tr>
<tr>
<td>Counterbalance</td>
<td>CBAL</td>
<td>Enclose, enclosure</td>
<td>ENCL</td>
</tr>
<tr>
<td>Counter bore</td>
<td>CBORE</td>
<td>Engineering change notice</td>
<td>ECN</td>
</tr>
<tr>
<td>Counterclockwise</td>
<td>CCW</td>
<td>Engineering change order</td>
<td>ECO</td>
</tr>
<tr>
<td>Counter drill</td>
<td>CDRILL</td>
<td>Engineering change proposal</td>
<td>ECP</td>
</tr>
<tr>
<td>Counter drill other side</td>
<td>CDRILLO</td>
<td>Engineering change request</td>
<td>ECR</td>
</tr>
<tr>
<td>Countersink</td>
<td>CSK</td>
<td>Engineering order</td>
<td>EO</td>
</tr>
<tr>
<td>Countersink other side</td>
<td>CSKO</td>
<td>Engineering work order</td>
<td>EWO</td>
</tr>
<tr>
<td>Countersunk head</td>
<td>CSKH</td>
<td>English</td>
<td>ENG</td>
</tr>
<tr>
<td>Cutoff</td>
<td>CO</td>
<td>Equally spaced</td>
<td>EQ SP</td>
</tr>
<tr>
<td>Cutter</td>
<td>CTR</td>
<td>Equivalent</td>
<td>EQUIV</td>
</tr>
<tr>
<td>Cutting</td>
<td>CTG</td>
<td>Estimate</td>
<td>EST</td>
</tr>
<tr>
<td>Datum</td>
<td>DAT</td>
<td>Existing</td>
<td>EXST</td>
</tr>
<tr>
<td>Decimal</td>
<td>DEC</td>
<td>Experiment, experimental</td>
<td>EXP</td>
</tr>
<tr>
<td>Decrease</td>
<td>DECR</td>
<td>Extension</td>
<td>EXT</td>
</tr>
<tr>
<td>Deep-drawn</td>
<td>DD</td>
<td>Extra heavy</td>
<td>XHVy</td>
</tr>
<tr>
<td>Design</td>
<td>DSGN</td>
<td>Extra strong</td>
<td>XSTR</td>
</tr>
<tr>
<td>Detail</td>
<td>DET</td>
<td>Extrude</td>
<td>EXTD</td>
</tr>
<tr>
<td>Deviation</td>
<td>DEVN</td>
<td>Fabricate</td>
<td>FAB</td>
</tr>
<tr>
<td>Diameter</td>
<td>DIA</td>
<td>Face to face</td>
<td>F TO F</td>
</tr>
<tr>
<td>Diameter bolt circle</td>
<td>DBC</td>
<td>Far side</td>
<td>FS</td>
</tr>
<tr>
<td>Diamicetric pitch</td>
<td>DP</td>
<td>Fastener</td>
<td>FSTNR</td>
</tr>
<tr>
<td>Dimension</td>
<td>DIM.</td>
<td>Figure</td>
<td>FIG.</td>
</tr>
<tr>
<td>Direction</td>
<td>DIR</td>
<td>Fillet</td>
<td>FIL</td>
</tr>
<tr>
<td>Disassembled</td>
<td>DISASSEM</td>
<td>Fillister head</td>
<td>FILH</td>
</tr>
<tr>
<td>Disassembly</td>
<td>DISASSY</td>
<td>Final assembly</td>
<td>FA</td>
</tr>
<tr>
<td>Disc Grind</td>
<td>DG</td>
<td>Finish</td>
<td>FNSH</td>
</tr>
</tbody>
</table>
## Reference

### MIL-STD-12 Continued

<table>
<thead>
<tr>
<th>Term</th>
<th>Abbreviation</th>
<th>Term</th>
<th>Abbreviation</th>
</tr>
</thead>
<tbody>
<tr>
<td>Finish all over</td>
<td>FAO</td>
<td>High-speed steel</td>
<td>HSS</td>
</tr>
<tr>
<td>Finish one side</td>
<td>F1S</td>
<td>High-tensile steel</td>
<td>HTS</td>
</tr>
<tr>
<td>Finish two sides</td>
<td>F2S</td>
<td>Horizontal</td>
<td>HORIZ</td>
</tr>
<tr>
<td>Fixture</td>
<td>FXTR</td>
<td>Horizontal center line</td>
<td>HCL</td>
</tr>
<tr>
<td>Flat fillister head</td>
<td>FFILH</td>
<td>Horizontal reference line</td>
<td>HRL</td>
</tr>
<tr>
<td>Flat head</td>
<td>FLH</td>
<td>Hot-rolled steel</td>
<td>HRS</td>
</tr>
<tr>
<td>Flat pattern</td>
<td>F/P</td>
<td>Hydraulic</td>
<td>HYDR</td>
</tr>
<tr>
<td>Force</td>
<td>F</td>
<td>Identification</td>
<td>IDENT</td>
</tr>
<tr>
<td>Forward</td>
<td>FWD</td>
<td>Illustrate</td>
<td>ILLUS</td>
</tr>
<tr>
<td>Free cutting brass</td>
<td>FCB</td>
<td>Impregnate</td>
<td>IMPRG</td>
</tr>
<tr>
<td>Free-machining steel</td>
<td>FMS</td>
<td>Include</td>
<td>INCL</td>
</tr>
<tr>
<td>Frequency</td>
<td>FREQ</td>
<td>Inclusive</td>
<td>INCL</td>
</tr>
<tr>
<td>Front</td>
<td>FR</td>
<td>Increase</td>
<td>INCT</td>
</tr>
<tr>
<td>Full hard</td>
<td>FH</td>
<td>Indicator</td>
<td>IND</td>
</tr>
<tr>
<td>Full indicator reading</td>
<td>FIR</td>
<td>Information</td>
<td>INFO</td>
</tr>
<tr>
<td>Gage</td>
<td>GA</td>
<td>Inside diameter</td>
<td>ID</td>
</tr>
<tr>
<td>Galvanize</td>
<td>GALV</td>
<td>Inside radius</td>
<td>IR</td>
</tr>
<tr>
<td>Gasket</td>
<td>GSKT</td>
<td>Inspect</td>
<td>INSP</td>
</tr>
<tr>
<td>Gear</td>
<td>GR</td>
<td>Instruction</td>
<td>INSTR</td>
</tr>
<tr>
<td>General</td>
<td>GNL</td>
<td>Interior</td>
<td>INTR</td>
</tr>
<tr>
<td>Government</td>
<td>GOVT</td>
<td>Interlock</td>
<td>INTLK</td>
</tr>
<tr>
<td>Grain</td>
<td>GR</td>
<td>Joggle</td>
<td>JOG.</td>
</tr>
<tr>
<td>Graphite</td>
<td>GPH</td>
<td>Joint</td>
<td>JT</td>
</tr>
<tr>
<td>Grease</td>
<td>GRS</td>
<td>Keyway</td>
<td>KWy</td>
</tr>
<tr>
<td>Grind</td>
<td>GND</td>
<td>Laminate</td>
<td>LAM</td>
</tr>
<tr>
<td>Half-hard</td>
<td>½ H</td>
<td>Large</td>
<td>LGE</td>
</tr>
<tr>
<td>Half-round</td>
<td>½ RD</td>
<td>Leading edge</td>
<td>LE</td>
</tr>
<tr>
<td>Handbook</td>
<td>HDBK</td>
<td>Left hand</td>
<td>LH</td>
</tr>
<tr>
<td>Handle</td>
<td>HDL</td>
<td>Length over-all</td>
<td>LOA</td>
</tr>
<tr>
<td>Hard</td>
<td>HD</td>
<td>Lightening hole</td>
<td>LTGH</td>
</tr>
<tr>
<td>Hard chromium</td>
<td>HD CR</td>
<td>Limit</td>
<td>LIM</td>
</tr>
<tr>
<td>Hard-drawn</td>
<td>HD DRN</td>
<td>Linear</td>
<td>LIN</td>
</tr>
<tr>
<td>Harden</td>
<td>HDN</td>
<td>Locate</td>
<td>LCT</td>
</tr>
<tr>
<td>Harden &amp; grind</td>
<td>H&amp;G</td>
<td>Locked</td>
<td>LKD</td>
</tr>
<tr>
<td>Hardness</td>
<td>HDNS</td>
<td>Locknut</td>
<td>LKNT</td>
</tr>
<tr>
<td>Headless</td>
<td>HDLS</td>
<td>Lock screw</td>
<td>LKSCR</td>
</tr>
<tr>
<td>Heat treat</td>
<td>HT TR</td>
<td>Lock washer</td>
<td>LK WASH.</td>
</tr>
<tr>
<td>Hexagon</td>
<td>HEX</td>
<td>Long</td>
<td>L</td>
</tr>
<tr>
<td>High carbon</td>
<td>HC</td>
<td>Low-alloy steel</td>
<td>LAS</td>
</tr>
<tr>
<td>High-carbon steel</td>
<td>HCS</td>
<td>Low carbon</td>
<td>LC</td>
</tr>
<tr>
<td>High speed</td>
<td>HS</td>
<td>Lower</td>
<td>LWR</td>
</tr>
<tr>
<td>Term</td>
<td>Abbreviation</td>
<td>Term</td>
<td>Abbreviation</td>
</tr>
<tr>
<td>----------------------</td>
<td>--------------</td>
<td>----------------------</td>
<td>--------------</td>
</tr>
<tr>
<td>Lubricant</td>
<td>LUBT</td>
<td>Opening</td>
<td>OPNG</td>
</tr>
<tr>
<td>Lubricate</td>
<td>LUB</td>
<td>Opposite</td>
<td>OPP</td>
</tr>
<tr>
<td>Machine</td>
<td>MACH</td>
<td>Optional</td>
<td>OPTL</td>
</tr>
<tr>
<td>Machine screw</td>
<td>MSCR</td>
<td>Origin</td>
<td>ORIG</td>
</tr>
<tr>
<td>Magnesium</td>
<td>M</td>
<td>Original</td>
<td>ORIG</td>
</tr>
<tr>
<td>Major</td>
<td>MAJ</td>
<td>Outside diameter</td>
<td>OD</td>
</tr>
<tr>
<td>Malleable</td>
<td>MAL</td>
<td>Outside face</td>
<td>OF.</td>
</tr>
<tr>
<td>Manual</td>
<td>MNL</td>
<td>Outside radius</td>
<td>OR.</td>
</tr>
<tr>
<td>Manufacture</td>
<td>MFR</td>
<td>Oval head</td>
<td>OVH</td>
</tr>
<tr>
<td>Manufactured</td>
<td>MFD</td>
<td>Over-all</td>
<td>OA</td>
</tr>
<tr>
<td>Manufacturing</td>
<td>MFG</td>
<td>Package</td>
<td>PKG</td>
</tr>
<tr>
<td>Material</td>
<td>MATL</td>
<td>Pan head</td>
<td>PNH</td>
</tr>
<tr>
<td>Maximum</td>
<td>MAX</td>
<td>Parallel</td>
<td>PRL</td>
</tr>
<tr>
<td>Maximum material condition</td>
<td>MMC</td>
<td>Part</td>
<td>PT</td>
</tr>
<tr>
<td>Measure</td>
<td>MEAS</td>
<td>Parts list</td>
<td>PL</td>
</tr>
<tr>
<td>Mechanical, mechanism</td>
<td>MECH</td>
<td>Part number</td>
<td>PN</td>
</tr>
<tr>
<td>Metal</td>
<td>MET</td>
<td>Passivate</td>
<td>PSVT</td>
</tr>
<tr>
<td>Model (for general use)</td>
<td>MOD</td>
<td>Patent</td>
<td>PAT.</td>
</tr>
<tr>
<td>Modification</td>
<td>MOD</td>
<td>Pattern</td>
<td>PATT</td>
</tr>
<tr>
<td>Modify</td>
<td>MOD</td>
<td>Percent</td>
<td>PCT</td>
</tr>
<tr>
<td>Multiple</td>
<td>MULT</td>
<td>Perforate</td>
<td>PERF</td>
</tr>
<tr>
<td>Nameplate</td>
<td>NPL</td>
<td>Permanent</td>
<td>PERM</td>
</tr>
<tr>
<td>Near Face</td>
<td>NF</td>
<td>Perpendicular</td>
<td>PERP</td>
</tr>
<tr>
<td>Near side</td>
<td>NS</td>
<td>Phillips head</td>
<td>PHH</td>
</tr>
<tr>
<td>Next assembly</td>
<td>NA</td>
<td>Phosphor bronze</td>
<td>PH BRNZ</td>
</tr>
<tr>
<td>Nickel</td>
<td>NKL</td>
<td>Piece</td>
<td>PC</td>
</tr>
<tr>
<td>No change</td>
<td>NC</td>
<td>Pitch</td>
<td>P</td>
</tr>
<tr>
<td>Nomenclature</td>
<td>NOMEN</td>
<td>Pitch circle</td>
<td>PC</td>
</tr>
<tr>
<td>Nominal</td>
<td>NOM</td>
<td>Pitch diameter</td>
<td>PD</td>
</tr>
<tr>
<td>Noncorrosive metal</td>
<td>NCM</td>
<td>Plate</td>
<td>PL</td>
</tr>
<tr>
<td>Nondestructive testing</td>
<td>NDT</td>
<td>Plus or minus</td>
<td>PORM</td>
</tr>
<tr>
<td>Normal</td>
<td>NORM.</td>
<td>Pneumatic</td>
<td>PNEU</td>
</tr>
<tr>
<td>Normalize</td>
<td>NORM.</td>
<td>Point of tangency</td>
<td>PT</td>
</tr>
<tr>
<td>Normally closed</td>
<td>NC</td>
<td>Position</td>
<td>POSN</td>
</tr>
<tr>
<td>Normally open</td>
<td>NO.</td>
<td>Positive</td>
<td>POS</td>
</tr>
<tr>
<td>Not applicable</td>
<td>NA</td>
<td>Prefabricated</td>
<td>PREFAB</td>
</tr>
<tr>
<td>Not to scale</td>
<td>NTS</td>
<td>Preferred</td>
<td>PFD</td>
</tr>
<tr>
<td>Number</td>
<td>NO.</td>
<td>Preliminary</td>
<td>PRELIM</td>
</tr>
<tr>
<td>Numerical control</td>
<td>NC</td>
<td>Pressed</td>
<td>PRSD</td>
</tr>
<tr>
<td>Obsolete</td>
<td>OBS</td>
<td>Protective</td>
<td>PROT</td>
</tr>
<tr>
<td>On center</td>
<td>OC</td>
<td>Purchase Order</td>
<td>PO</td>
</tr>
<tr>
<td>Term</td>
<td>Abbreviation</td>
<td>Term</td>
<td>Abbreviation</td>
</tr>
<tr>
<td>-------------------------------</td>
<td>--------------</td>
<td>-------------------------------</td>
<td>--------------</td>
</tr>
<tr>
<td>Push-pull</td>
<td>PP</td>
<td>Slide</td>
<td>SL</td>
</tr>
<tr>
<td>Quadrant</td>
<td>QDRNT</td>
<td>Slotted</td>
<td>SLTD</td>
</tr>
<tr>
<td>Quality</td>
<td>QUAL</td>
<td>Socket</td>
<td>SKT</td>
</tr>
<tr>
<td>Quality assurance</td>
<td>QA</td>
<td>Socket head</td>
<td>SCH</td>
</tr>
<tr>
<td>Quality control</td>
<td>QC</td>
<td>Solid height</td>
<td>SOL HGT</td>
</tr>
<tr>
<td>Quantity</td>
<td>QTY</td>
<td>Spare, spare part</td>
<td>SP</td>
</tr>
<tr>
<td>Radius</td>
<td>RAD</td>
<td>Special</td>
<td>SPCL</td>
</tr>
<tr>
<td>Reciprocating</td>
<td>RECIP</td>
<td>Specific</td>
<td>SP</td>
</tr>
<tr>
<td>Rectangle</td>
<td>RECT</td>
<td>Specification</td>
<td>SPEC</td>
</tr>
<tr>
<td>Reference</td>
<td>REF</td>
<td>Specification control drawing</td>
<td>SCD</td>
</tr>
<tr>
<td>Reference line</td>
<td>REFL</td>
<td>Spherical</td>
<td>SPHER</td>
</tr>
<tr>
<td>Regardless of feature size</td>
<td>RFS</td>
<td>Spot face</td>
<td>SF</td>
</tr>
<tr>
<td>Reinforce</td>
<td>REINF</td>
<td>Spot weld</td>
<td>SW</td>
</tr>
<tr>
<td>Release</td>
<td>RLSE</td>
<td>Spring</td>
<td>SPR</td>
</tr>
<tr>
<td>Relief</td>
<td>RLF</td>
<td>Square</td>
<td>SQ</td>
</tr>
<tr>
<td>Relocated</td>
<td>RELOC</td>
<td>Stainless steel</td>
<td>SST</td>
</tr>
<tr>
<td>Removable</td>
<td>REM</td>
<td>Steel</td>
<td>STL</td>
</tr>
<tr>
<td>Remove</td>
<td>RMV</td>
<td>Straight</td>
<td>STR</td>
</tr>
<tr>
<td>Replace</td>
<td>REPL</td>
<td>Straight shank</td>
<td>SS</td>
</tr>
<tr>
<td>Required</td>
<td>REQD</td>
<td>Strength</td>
<td>STR</td>
</tr>
<tr>
<td>Requirement</td>
<td>REQT</td>
<td>Subassemblies</td>
<td>SUBASSY</td>
</tr>
<tr>
<td>Retainer</td>
<td>RTNR</td>
<td>Substitute</td>
<td>SUBST</td>
</tr>
<tr>
<td>Revise</td>
<td>REV</td>
<td>Superseded</td>
<td>SUPSD</td>
</tr>
<tr>
<td>Revision</td>
<td>REV</td>
<td>Supplement</td>
<td>SUPPL</td>
</tr>
<tr>
<td>Right hand</td>
<td>RH</td>
<td>Surface</td>
<td>SURF</td>
</tr>
<tr>
<td>Rivet</td>
<td>RVT</td>
<td>Symbol</td>
<td>SYM</td>
</tr>
<tr>
<td>Rockwell hardness</td>
<td>RH</td>
<td>Symmetrical</td>
<td>SYMM</td>
</tr>
<tr>
<td>Rolled</td>
<td>RLD</td>
<td>System</td>
<td>SYS</td>
</tr>
<tr>
<td>Rotate</td>
<td>ROT.</td>
<td>Tangent</td>
<td>TAN.</td>
</tr>
<tr>
<td>Rough</td>
<td>RGH</td>
<td>Tapping</td>
<td>TPG</td>
</tr>
<tr>
<td>Round</td>
<td>RND</td>
<td>Tensile strength</td>
<td>TS</td>
</tr>
<tr>
<td>Roundhead</td>
<td>RDH</td>
<td>Tension</td>
<td>TNSN</td>
</tr>
<tr>
<td>Screw</td>
<td>SCR</td>
<td>Theoretical</td>
<td>THEOR</td>
</tr>
<tr>
<td>Second</td>
<td>SEC</td>
<td>Thick</td>
<td>THK</td>
</tr>
<tr>
<td>Section</td>
<td>SECT.</td>
<td>Thread</td>
<td>THD</td>
</tr>
<tr>
<td>Segment</td>
<td>SEG</td>
<td>Threads per inch</td>
<td>TPI</td>
</tr>
<tr>
<td>Set screw</td>
<td>SSCR</td>
<td>Through</td>
<td>THRU</td>
</tr>
<tr>
<td>Shank</td>
<td>SHK</td>
<td>Title block</td>
<td>T/B</td>
</tr>
<tr>
<td>Sheet</td>
<td>SH</td>
<td>Tolerance</td>
<td>TOL</td>
</tr>
<tr>
<td>Shop order</td>
<td>SO</td>
<td>Tool steel</td>
<td>TS</td>
</tr>
<tr>
<td>Sketch</td>
<td>SK</td>
<td>Total indicator reading</td>
<td>TIR</td>
</tr>
</tbody>
</table>
Reference

MIL-STD-12 Continued

<table>
<thead>
<tr>
<th>Term</th>
<th>Abbreviation</th>
<th>Term</th>
<th>Abbreviation</th>
</tr>
</thead>
<tbody>
<tr>
<td>Transfer</td>
<td>XFR</td>
<td>Vanadium</td>
<td>V</td>
</tr>
<tr>
<td>Treatment</td>
<td>TRTMT</td>
<td>Variable</td>
<td>VAR</td>
</tr>
<tr>
<td>True position</td>
<td>TP</td>
<td>Vertical</td>
<td>VERT.</td>
</tr>
<tr>
<td>True position tolerance</td>
<td>TPTOL</td>
<td>Vertical center line</td>
<td>VCL</td>
</tr>
<tr>
<td>Tungsten</td>
<td>TUNG</td>
<td>Vertical reference line</td>
<td>VRL</td>
</tr>
<tr>
<td>Typical</td>
<td>TYP</td>
<td>Volume</td>
<td>VOL</td>
</tr>
<tr>
<td>Ultimate</td>
<td>ULT</td>
<td>Washer</td>
<td>WSHR</td>
</tr>
<tr>
<td>Unfinished</td>
<td>UNFIN</td>
<td>Weight</td>
<td>WT</td>
</tr>
<tr>
<td>Unified</td>
<td>UN</td>
<td>Width</td>
<td>WD</td>
</tr>
<tr>
<td>Unified coarse (thread)</td>
<td>UNC</td>
<td>Withdrawn</td>
<td>W/D</td>
</tr>
<tr>
<td>United States gage</td>
<td>USG</td>
<td>Without</td>
<td>W/O</td>
</tr>
<tr>
<td>Universal</td>
<td>UNIV</td>
<td>Wrought brass</td>
<td>W BRS</td>
</tr>
<tr>
<td>Used with</td>
<td>U/W</td>
<td>Wrought steel</td>
<td>WS</td>
</tr>
</tbody>
</table>